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(57) ABSTRACT

According to one embodiment, an image processing appara-
tus includes an acquisition unit, a clustering unit, a detection
unit, and a correction unit. The acquisition unit is configured
to acquire a moving image including a plurality of frames.
The clustering unit is configured to cluster frames having a
similar scene to the same group in the moving image. The
detection unit is configured to detect at least one object region
from each frame clustered to the same group, and to calculate
acolor distribution of the object region of the each frame. The
correction unit is configured to select a typical color distribu-
tion of the object region from the color distribution of the each
frame, and to correct a color of the each frame clustered to the
same group, based on the typical color distribution.

16 Claims, 9 Drawing Sheets
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1
APPARATUS AND A METHOD FOR
PROCESSING A MOVING IMAGE, AND A
NON-TRANSITORY COMPUTER READABLE
MEDIUM THEREOF

CROSS-REFERENCE TO RELATED
APPLICATION

This application is based upon and claims the benefit of
priority from Japanese Patent Application No. 2012-008415,
filed on Jan. 18, 2012; the entire contents of which are incor-
porated herein by reference.

FIELD

Embodiments described herein relate generally to an appa-
ratus and a method for processing a moving image, and a
non-transitory computer readable medium thereof.

BACKGROUND

As to amoving image photographed by a video camera, an
image processing method for correcting a color of each frame
by adjusting a white balance thereof is well known. In this
method, the white balance of each frame in the moving image
is adjusted based on a screen component of each frame. As a
result, variation of color of an object (for example, a person
region) is often conspicuous.

Accordingly, in conventional technique of image process-
ing, in order to suppress variation of color of the object, the
same white balance is used for frames in a predetermined
period. However, among a plurality of frames having a similar
scene, when at least one frame is photographed after a prede-
termined time has passed from a timing when other frames
were first photographed, a new white balance is used forthe at
least one frame. As a result, variation of color of the object is
also conspicuous.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1is ablock diagram of an image processing apparatus
1 according to the first embodiment.

FIG. 2 is a flow chart of processing of the image processing
apparatus 1.

FIG. 3 is a schematic diagram to explain a first degree of
approximation according to the first embodiment.

FIG. 4 is ablock diagram of an image processing apparatus
2 according to the second embodiment.

FIG. 5 is a flow chart of the image processing apparatus 2.

FIG. 6 is a block diagram of processing of an image pro-
cessing apparatus 3 according to the third embodiment.

FIG. 7 is a flow chart of processing of the image processing
apparatus 3.

FIG. 8 is a flow chart of processing of a color correction
unit 342 in FIG. 6.

FIG.91s a schematic diagram of relationship among a pixel
coordinate (i,j), a person region and a light source region in a
processing target frame.

DETAILED DESCRIPTION

According to one embodiment, an image processing appa-
ratus includes an acquisition unit, a clustering unit, a detec-
tion unit, and a correction unit. The acquisition unit is con-
figured to acquire a moving image including a plurality of
frames. The clustering unit is configured to cluster frames
having a similar scene to the same group in the moving image.
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The detection unit is configured to detect at least one object
region from each frame clustered to the same group, and to
calculate a color distribution of the object region of the each
frame. The correction unit is configured to select a typical
color distribution of the object region from the color distri-
bution of the each frame, and to correct a color of the each
frame clustered to the same group, based on the typical color
distribution.

Various embodiments will be described hereinafter with
reference to the accompanying drawings.

(The First Embodiment)

An image processing apparatus 1 of the first embodiment is
suitable for an image editing software able to edit a moving
image. For example, the image editing software can be used
for a personal computer or a digital camera.

The image processing apparatus 1 corrects a color of each
frame in the moving image. Concretely, in the moving image,
frames having a similar scene are clustered to the same group,
and a color of each frame thereof is corrected so that a color
distribution of an object region (For example, a person’s face
or skin) included in the each frame of the same group is
unified.

As a result, color correction can be performed without
conspicuousness of color-variation of the object region in the
moving image. Moreover, in the first embodiment, a person’s
face is explained as one example of the object region.

FIG. 1 is a block diagram of the image processing appara-
tus 1. The image processing apparatus 1 includes an acquisi-
tion unit 11, a clustering unit 12, a detection unit 13, a cor-
rection unit 14, and an output unit 15. The correction unit 14
includes a calculation unit 141 and a color correction unit
142.

The acquisition unit 11 acquires a moving image compris-
ing a plurality of frames.

In the moving image, the clustering unit 12 clusters frames
having a similar scene to the same group. Even if frames
having a similar scene are not continued but separated in time
series, the clustering unit clusters these frames to the same
group. Detail processing is explained afterwards.

The detection unit 13 detects at least one (same) person’s
face from each frame clustered to the same group, and calcu-
lates a color distribution (first color distribution) of this per-
son’s face of each frame.

The calculation unit 141 calculates a degree (first degree)
of approximation between the first color distribution (of each
frame) and a standard color distribution (first standard color
distribution) of a person’s face previously set.

Based on the first color distribution of a frame having the
highest first degree and the first standard color distribution,
the color correction unit 142 corrects a color of each frame so
that color distribution of the object in each frame is unified.

The output unit 15 outputs the dynamic image comprising
each frame of which color is corrected, for example, to a
display device or a storage device.

The acquisitionunit 11, the clustering unit 12, the detection
unit 13, the correction unit 14 and the output unit 15, may be
realized by a Central Processing Unit (CPU) and a memory
used thereby.

Thus far, component of the image processing apparatus 1 is
already explained.

FIG. 2 is a flow chart of processing of the image processing
apparatus 1.

The acquisition unit 11 acquires a moving image (S101).
For example, the moving image may be a video photographed
by a video camera, or a video recorded into a hard disk
recorder.
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The clustering unit 12 clusters frames (in the moving
image) having a similar scene to the same group (S102). For
example, the clustering unit 12 calculates a distribution (SIFT
feature) of pixel values of a local region in each frame, and
clusters frames of which SIFT features are approximately
equal to the same group.

The detection unit 13 detects at least one (same) person’s
face from frames clustered to each group, and calculates a
first color distribution of the person’s face of each frame
(S103). At S103, the detection unit 13 may detect a person’s
face region (person region) by using conventional technique
of face recognition, and may calculate a distribution of pixel
values included in the person region as a first color distribu-
tion. A signal of the moving image acquired may be any
format such as RGB signal or YUV signal.

The calculation unit 141 calculates a first degree of
approximation between the first color distribution (of each
frame) and a first standard color distribution (S104). The first
standard color distribution is a color distribution of a person’s
skin observed under a predetermined light source, such as a
sunlight, a fluorescent, an incandescent light, or a LED.

The calculation unit 141 may store data of the first standard
color distribution. The data of the first standard color distri-
bution represents a model image of the first standard color
distribution or a signal value thereof.

For example, the first degree of approximation may repre-
sent how far the first color distribution is separated from the
first standard color distribution. FIG. 3 is a schematic diagram
to explain the first degree of approximation. The right side of
FIG. 3 shows a frame, and the left side of FIG. 3 shows a
chromaticity coordinate. The calculation unit 141 converts
the person region (detected from the frame) into the first color
distribution on the chromaticity coordinate.

At 8104, the calculation unit 141 calculates a distance D,
(1=0,1,2, . ..,N) from a center of the first color distribution to
a center of each first standard color distribution. Here, N is the
number of light sources. As the light sources, if a sunlight, a
fluorescent, an incandescent light, and a LED exist, N is equal
to 4.

From a plurality of (In above-mentioned example, four)
distances D,, the calculation unit 141 selects the minimum
valueD,,,, as a first degree of approximation between the first
color distribution and the first standard color distribution. As
to each frame, the calculation unit 141 calculates the first
degree of approximation in the same way.

Moreover, except for above-mentioned method, the calcu-
lation unit 141 may define a locus of the first standard color
distribution, and may calculate a distance between a center of
the locus and the first color distribution as a first degree of
approximation. For example, as the center of the locus, a
distribution point of which distribution density is maximum
may be used. Furthermore, a distribution point largely sepa-
rated from the center of color distribution may not be used for
calculating the first degree of approximation.

Based on the first color distribution (of a frame) having the
highest first degree of approximation and the first standard
color distribution, the color correction unit 142 corrects a
color of each frame so that a color distribution of the object in
each frame is unified (S105). Here, the first color distribution
having the highest first degree of approximation is regarded
as a typical color distribution of the object.

At S105, the color correction unit 105 selects one frame
having the highest first degree of approximation from each
group clustered by the clustering unit 12. For example, the
color correction unit 142 corrects a color of each frame so that
the color of each frame is unified with the first color distribu-
tion of the one frame having the highest first degree of
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approximation. Briefly, as for each group clustered, one
frame having the highest degree of approximation is deter-
mined as a reference frame used for correcting frames clus-
tered to the same group including the reference frame.

However, among frames within T seconds before and after
the reference frame, if at least one frame clustered to another
group (different from one group of the reference frame) is
included, the reference frame may be deleted. In this case,
another frame having the second highest first degree of
approximation is selected from one group including the ref-
erence frame, and regarded as a new reference frame. Here,
for example, T is larger than “0” and smaller than “10.0”
seconds.

Furthermore, as to a frame from which the person region is
not detected, a color of this frame is corrected by using an
average of correction values of other frames (clustered to the
same group as this frame) aligned before and after this frame.

The output unit 15 outputs the moving image in which the
color of each frame is corrected, for example, to a display
device or a storage device (5106).

Thus far, processing of the image processing apparatus is
already explained.

(Modification)

The calculation unit 141 may not store data of the first
standard color distribution, and may generate first standard
color distribution data by using spectral distribution data P(A)
of a light source and spectral reflectance data R(A) of the
person region (For example, the person’s skin).

Briefly, by integrating the spectral distribution data P(\)
and the spectral reflectance data R(A) with a color-matching
function f(A) represented as an equation (1), the calculation
unit 141 generates a first standard color distribution.

SRRz

In the equation (1), T represents a transposition.

furthermore, if a spectral sensitivity h(}) of a camera is
known as an equation (2), the spectral sensitivity h(h) may be
used instead of the color-matching function f(A.).

h)=[rMgWBITT

M

@

Moreover, as the spectral distribution data P(A) of the light
source, for example, a standard illuminant or a supplementary
illuminant determined by JIS_Z_ 8720, or spectral distribu-
tion data of a typical fluorescent lamp determined by JIS_Z
8719 can be used. Furthermore, as the spectral reflectance
data R(A) of the person’s skin, standard skin data of a Japa-
nese, a white and a Negro determined by SOCS (Standard
Object Color Spectra database for color reproduction evalu-
ation) can be used. In this case, a distribution of skin data is
generated for each light source. In this modification, a first
standard color distribution SSM (R, G, B) is calculated by an
equation (3).

X x(A) 3)
SSM(X,Y, Z)=| Y |=k f vis T)- PO -| T |dA

z Z(A)
k=100 / f vis PO FOdA

R 23646 —0.8966 —0.46817[ X
SSM(R, G, B)=|G |=|-05152 14264 0.0888 || v

B 0.0052 —0.0144 1.0092 || z

According to the first embodiment, color correction can be
performed without conspicuousness of color-variation of the
object region in the moving image.
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(The Second Embodiment)

As to an image processing apparatus 2 of the second
embodiment, a second degree of approximation is calculated
by using a color distribution of a light source. Based on the
first degree of approximation and the second degree of
approximation, a color of each frame is corrected so that a
color distribution of an object region in each frame clustered
to the same group is unified. This feature is different from the
first embodiment. The second embodiment is suitable for the
case that a size of the person region in each frame is small.

FIG. 4 is a block diagram of the image processing appara-
tus 2 of the second embodiment. Component of the image
processing apparatus 2 is same as that of the image processing
apparatus 1. However, processing of a detection unit 23 and a
correction unit 24 (including a calculation unit 241 and a
color correction unit 242) is different from that of the first
embodiment. Hereinafter, the feature different from the first
embodiment is explained.

From frames clustered to each group, the detection unit 23
detects at least one person’s face (person region), and calcu-
lates a first color distribution of the person region. Further-
more, the detection unit 23 detects a light source region from
the frames of each group, and calculates a color distribution (a
second color distribution) of the light source of each frame.

As to each frame, the calculation unit 241 calculates the
first degree of approximation, and a second degree of
approximation between the second color distribution and a
standard color distribution (a second standard color distribu-
tion) of a light source previously set.

Based on the first degree of approximation and the second
degree of approximation, the first color distribution and the
second color distribution, and the first standard color distri-
bution and the second standard color distribution, the color
correction unit 242 corrects a color of each frame so that a
color distribution of the object region of each frame of the
same group is unified.

Thus far, component of the image processing apparatus 2 is
already explained.

FIG. 5 is a flow chart of processing of the image processing
apparatus 2. In the flow chart of FIG. 5, in comparison with
the flow chart of FIG. 2, steps S103, S104 and S105 are
replaced with steps S203, S204 and S205.

At S203, the detection unit 23 detects at least one person’s
face (person region) from frames clustered to each group, and
calculates a first color distribution of the person region in each
frame. Furthermore, the detection unit 23 detects a light
source region from frames clustered to each group, and cal-
culates a second color distribution of the light source region in
each frame (S203). For example, the detection unit 23 may
detect a region having high brightness as the light source
region, and may calculate the second color distribution
thereof.

At 8204, the calculation unit 241 calculates a first degree
W, of approximation and a second degree W, of approxima-
tion for each frame (S204).

In the same way as the first embodiment, the calculation
unit 241 may store data of the first standard color distribution
and data of the second standard color distribution. The data of
the second standard color distribution represents a model
image of the second standard color distribution or a signal
value thereof.

Alternatively, in the same way as the modification of the
first embodiment, the calculation unit 241 may calculate the
first standard color distribution and the second standard color
distribution. Here, the second standard color distribution can
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be generated by replacing spectral reflectance data R(A) of the
person’s skin with reflectance data C(A) of a white diffuse
reflector.

In this case, by integrating illumination distribution data
and the reflectance data C(A) of the white reflector with a
color-matching function f(A) or a spectral sensitivity h(A) of
camera, the calculation unit 241 generates the second stan-
dard color distribution. Furthermore, the calculation unit 241
may store a light source image of a standard light source and
a signal value thereof as a data table.

Based on the first degree W, of approximation and the
second degree W, of approximation, the first color distribu-
tion and the second color distribution, and the first standard
color distribution and the second standard color distribution,
the color correction unit 242 corrects a color of each frame so
that a color distribution of the object region of each frame of
the same group is unified (S205).

At S205, among frames clustered to the same group, the
color correction unit 242 respectively counts the number of
frames F, including the person region and the number of
frames F, including the light source region. As to each frame
clustered to the same group, the color correction unit 242
multiplies the first degree W, of approximation with the num-
ber of frames F,(W,xF,). Furthermore, as to each frame
clustered to the same group, the color correction unit 242
multiplies the second degree W, of approximation with the
number of frames F,(W,xF,). From frames clustered to the
same group, the color correction unit 242 selects one frame
having the highest value of (W xF,) or (W,xF,) as a refer-
ence frame. As to the reference frame, the color correction
unit 242 decides which of (W xF,) and (W,xF,) is higher.

When (W, xF,) is higher, the color correction unit 242
corrects a color of each frame so that a color distribution of
each frame of the same group is unified with the first color
distribution of the reference frame. Moreover, as to a frame
from which the person region is not detected, a color of this
frame is corrected by using an average of correction values of
other frames (belonging to the same group as this frame)
aligned before and after this frame.

When (W,xF,) is higher, the color correction unit 242
corrects a color of each frame so that a color distribution of
each frame of the same group is unified with the second color
distribution of the reference frame. Moreover, as to a frame
from which the person region is not detected, a color of this
frame is corrected by using an average of correction values of
other frames (belonging to the same group as this frame)
aligned before and after this frame.

According to the second embodiment, even if the person
region is not detected from a frame, the reference frame
includes the same or similar light source region as this frame.
Accordingly, based on the reference frame having the most
natural color reappeared, a color of this frame can be cor-
rected by suppressing variation of the color correction.

(The Third Embodiment)

In an image processing apparatus 3 of the third embodi-
ment, a first color correction result of frames (clustered to the
same group) is estimated by using the first color distribution,
and a second color correction result of the frames is estimated
by using the second color distribution. The first color correc-
tion result and the second color correction result are unified,
and a color of each of the frames is corrected by using the
unification result. This feature is different from the second
embodiments.

FIG. 6 is a block diagram of the image processing appara-
tus 3 of the third embodiment. Component of the image
processing apparatus 3 is same as that of the image processing
apparatus 2. However, processing of a detection unit 33 and a
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color correction unit 342 is different from that of the second
embodiment. Hereinafter, the feature different from the sec-
ond embodiment is explained.

From frames clustered to each group, the detection unit 33
detects a person region, and calculates a first color distribu-
tion of the person region. The detection unit 33 detects a
position of the person region from each frame. Furthermore,
the detection unit 33 detects a light source region from the
frames clustered to each group, and calculates a second color
distribution of the light source of each frame. The detection
unit 33 detects a position of the light source region from each
frame.

As to frames clustered to each group, the color correction
unit 342 estimates a color correction result (a first color cor-
rection result) of each frame based on the first color distribu-
tion of a frame having the highest first degree of approxima-
tion. Furthermore, the color correction unit 342 estimates a
color correction result (a second color correction result) of
each frame based on the second color distribution of a frame
having the highest second degree of approximation.

Based on the first degree of approximation and the second
degree of approximation, the position P, of the person region,
and the position P, of the light source region, the color cor-
rection unit 342 calculates a weighted average of the first
color correction result and the second color correction result,
and corrects a color of each frame based on the weighted
average.

Thus far, component of the image processing apparatus 3 is
already explained.

FIG. 7 is a flow chart of processing of the image processing
apparatus 3. In the flow chart of FIG. 7, in comparison with
the flow chart of FIG. 5, step S205 are replaced with step
S302. Furthermore, step S301 is added.

At S301, the detection unit 33 detects a position of the
person region and a position of the light source region respec-
tively.

At S302, as to each group clustered, the color correction
unit 342 estimates the first color correction result and the
second color correction result.

FIG. 8 is a flow chart of processing of the color correction
unit 342.

The color correction unit 342 determines a frame to be
processed (a processing target frame) (S801). The color cor-
rection unit 342 decides whether the person region or the light
source region is detected from the processing target frame
(S802). For example, the color correction unit 342 may
decide whether the person region or the light source region is
detected based on the first degree of approximation and the
second degree of approximation.

If decision of step S802 is YES, the color correction unit
342 blends the first color correction result and the second
color correction result with a, and calculates a weighted
average thereof (S803).

FIG.91s a schematic diagram of relationship among a pixel
coordinate (i,j), the person region and the light source region
in the processing target frame. The color correction unit 342
calculates an weighted average (o blend value) of a pixel
value A(i,j) of a pixel (i,j) (of each frame) of the first color
correction result and a pixel value B(i,j) ofa pixel (i,j) (of each
frame) of the second color correction result. For example, the
color correction unit 342 may calculate a blend value C (i,j)
by using an equation (4).

Cl, j)= Al, xa+ B, px1-a) 4
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Inthe equation (4), W, is the first degree of approximation,
W, isthe second degree of approximation, d, (i,j) is a distance
between the pixel (i,j) and the person region, and d,(i,j)is a
distance between the pixel (i,j) and the light source region.

Moreover, if a plurality of regions is detected as the person
region or the light source region, the color correction unit 342
may select one region having the shortest distance between
the (first or second) color distribution thereof and the (first or
second) standard color distribution. Furthermore, if the pixel
(i,)) is included in the person region or the light source region,
a distance between the pixel (i,j) and the (person or light
source) region may be “0”. Furthermore, a is a value larger
than “0” and smaller than “1.0”. In the third embodiment, c. is
calculated for each pixel (i,j). However, o may be determined
for each frame or the moving image acquired.

If decision of step S802 is No, the color correction unit 342
corrects (interpolation calculation) a color of the processing
target frame by using an average of correction values of other
frames (belonging to the same group as the processing target
frame) aligned before and after the processing target frame
(S804).

The color correction unit 342 decides whether processing
of all frames is already completed (S805). If decision of S805
is NO, processing is transited to S801. If decision of S805 is
YES, processing is completed.

According to the image processing apparatus of the third
embodiment, in frames (of the moving image) including the
same or similar light source region, if a light from another
light source is locally illuminated onto the person’s skin,
color correction can be performed by suppressing variation of
the color correction.

As mentioned-above, according to the first, second and
third embodiments, color correction can be performed with-
out conspicuousness of color-variation of the object region in
the moving image.

As to the disclosed embodiments, the processing can be
performed by a computer program stored in a computer-
readable medium.

In the embodiments, the computer readable medium may
be, for example, a magnetic disk, a flexible disk, a hard disk,
an optical disk (e.g., CD-ROM, CD-R, DVD), an optical
magnetic disk (e.g., MD). However, any computer readable
medium, which is configured to store a computer program for
causing a computer to perform the processing described
above, may be used.

Furthermore, based on an indication of the program
installed from the memory device to the computer, OS (opera-
tion system) operating on the computer, or MW (middle ware
software), such as database management software or net-
work, may execute one part of each processing to realize the
embodiments.

Furthermore, the memory device is not limited to a device
independent from the computer. By downloading a program
transmitted through a LAN or the Internet, a memory device
in which the program is stored is included. Furthermore, the
memory device is not limited to one. In the case that the
processing of the embodiments is executed by a plurality of
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memory devices, a plurality of memory devices may be
included in the memory device.

A computer may execute each processing stage of the
embodiments according to the program stored in the memory
device. The computer may be one apparatus such as a per-
sonal computer or a system in which a plurality of processing
apparatuses are connected through a network. Furthermore,
the computer is not limited to a personal computer. Those
skilled in the art will appreciate that a computer includes a
processing unit in an information processor, a microcom-
puter, and so on. In short, the equipment and the apparatus
that can execute the functions in embodiments using the
program are generally called the computer.

While certain embodiments have been described, these
embodiments have been presented by way of examples only,
and are not intended to limit the scope of the inventions.
Indeed, the novel embodiments described herein may be
embodied in a variety of other forms; furthermore, various
omissions, substitutions and changes in the form of the
embodiments described herein may be made without depart-
ing from the spirit of the inventions. The accompanying
claims and their equivalents are intended to cover such forms
or modifications as would fall within the scope and spirit of
the inventions.

What is claimed is:

1. An apparatus for processing a moving image, the appa-
ratus comprising processing circuitry and memory storing a
program which, when executed by the processing circuitry,
controls the apparatus to at least:

acquire the moving image including a plurality of frames;

cluster frames having a similar scene to a same group in the

moving image;

detect at least one object region from each frame clustered

to the same group, and calculate a color distribution of
the object region of each frame; and

select a typical color distribution of the object region from

the color distribution of each frame, and correct a color
of each frame clustered to the same group, based on the
typical color distribution,

wherein the program, when executed, further controls the

apparatus to at least:

calculate a degree of approximation between the color

distribution of each frame and a previously stored stan-
dard color distribution of the object region; and

correct the color of each frame so that the color distribution

of'the object region of each frame is unified with a color
distribution of the object region of a frame having the
highest degree of approximation within the same group.

2. The apparatus according to claim 1, wherein the pro-
gram, when executed, further controls the apparatus to at least

calculate the degree of approximation as a distance

between the color distribution and the standard color
distribution on a chromaticity coordinate.

3. The apparatus according to claim 1, wherein

the object region includes at least a person region, and

the color distribution of the object region is a color distri-

bution of a skin of the person region.

4. The apparatus according to claim 3, wherein

the object region further includes a light source region, and

the color distribution of the object region is a color distri-

bution of the light source region.

5. The apparatus according to claim 4, wherein the pro-
gram, when executed, further controls the apparatus to at least

calculate a first degree of approximation between a first

color distribution of the person region and a previously
stored first standard color distribution of the person
region, calculate a second degree of approximation
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between a second color distribution of the light source
region and a previously stored second standard color
distribution of the light source region, and correct the
color of each frame so that the color distribution of the
object region of each frame is unified based on the first
degree of approximation and the second degree of
approximation.
6. The apparatus according to claim 5, wherein the pro-
gram, when executed, further controls the apparatus to at least
detect a first position of the person region and a second
position of the light source region from each frame, and
estimate a first color correction result of each frame based
on the first color distribution of the person region of a
frame having the highest first degree of approximation,
and estimate a second color correction result of each
frame based on the second color distribution of the light
source region of a frame having the highest second
degree of approximation.
7. The apparatus according to claim 6, wherein the pro-
gram, when executed, further controls the apparatus to at least
calculate a weighted average of the first color correction
result and the second color correction result based on the
first degree of approximation, the second degree of
approximation, the first position and the second posi-
tion, and correct the color of each frame based on the
weighted average.
8. The apparatus according to claim 1, wherein the pro-
gram, when executed, further controls the apparatus to at least
cluster the plurality of frames based on a distribution of
pixel values of a local region in each of the plurality of
frames.
9. A method for an apparatus for processing a moving
image, the method comprising:
acquiring the moving image including a plurality of
frames;
clustering frames having a similar scene to a same group in
the moving image;
detecting at least one object region from each frame clus-
tered to the same group;
calculating a color distribution of the object region of each
frame;
selecting a typical color distribution of the object region
from the color distribution of each frame; and
correcting a color of each frame clustered to the same
group, based on the typical color distribution,
wherein the correcting further comprises:
calculating a degree of approximation between the color
distribution of each frame and a previously stored stan-
dard color distribution of the object region; and
correcting the color of each frame so that the color distri-
bution of the object region of each frame is unified with
acolor distribution of the object region of a frame having
the highest degree of approximation within the same
group.
10. The method according to claim 9, wherein
the calculating further comprises
calculating the degree of approximation as a distance
between the color distribution and the standard color
distribution on a chromaticity coordinate.
11. The method according to claim 9, wherein
the object region includes at least a person region, and
the color distribution of the object region is a color distri-
bution of a skin of the person region.
12. The method according to claim 11, wherein
the object region further includes a light source region, and
the color distribution of the object region is a color distri-
bution of the light source region.
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13. The method according to claim 12, wherein

the correcting further comprises:

calculating a first degree of approximation between a first
color distribution of the person region and a previously
stored first standard color distribution of the person
region;

calculating a second degree of approximation between a
second color distribution of the light source region and a
previously stored second standard color distribution of
the light source region; and

correcting the color of each frame so that the color distri-
bution of the object region of each frame is unified based
on the first degree of approximation and the second
degree of approximation.

14. The method according to claim 13, wherein

the detecting further comprises:

detecting a first position of the person region and a second
position of the light source region from each frame;

the correcting further comprises:

estimating a first color correction result of each frame
based on the first color distribution of the person region
of'a frame having the highest first degree of approxima-
tion; and

estimating a second color correction result of each frame
based on the second color distribution of the light source
region of a frame having the highest second degree of
approximation.

15. The method according to claim 14, wherein

the correcting further comprises:

calculating a weighted average of the first color correction
result and the second color correction result based on the
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first degree of approximation, the second degree of
approximation, the first position and the second posi-
tion; and

correcting the color of each frame based on the weighted
average.

16. A non-transitory computer readable medium contain-

ing a program which, when executed, causes a computer to
process a moving image by at least:

acquiring the moving image including a plurality of
frames;

clustering frames having a similar scene to a same group in
the moving image;

detecting at least one object region from each frame clus-
tered to the same group;

calculating a color distribution of the object region of each
frame;

selecting a typical color distribution of the object region
from the color distribution of each frame; and

correcting a color of each frame clustered to the same
group, based on the typical color distribution,

wherein the correcting further comprises:

calculating a degree of approximation between the color
distribution of each frame and a previously stored stan-
dard color distribution of the object region; and

correcting the color of each frame so that the color distri-
bution of the object region of each frame is unified with
acolor distribution of the object region of a frame having
the highest degree of approximation within the same

group.



